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Steel Flange Removal  

Inside the 3-322 Building 
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North Boeing Field 
Seattle, Washington 

Caulk material typically 
located around flange collar 

Typical Flange 
Configuration 
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Good Faith Inspection for Asbestos

Subject: Asbestos Goodfaith Survey for Building 03-322.1, All Four test cells

Sent: 4/9/2010

Project No: 3-322RemedSoil 

To: Jennifer Parsons

9L-22-N410 EHS PROJECT MGMT NORTH 

cc: Scott Darlington

Northwest Regulated Materials Management

ASBESTOS IMPACTED BY THIS SCOPE OF WORK

MPORTANT: Since asbestos containing materials are present in the subject project work area, 
abatement measures must be taken prior to the start of any work. Contact Scott 
Darlington 206-544-8441 or NORMM site lead referenced below as soon as possible to 
discuss abatement options.

Inspection: A good faith determination for the presence of asbestos was conducted for the above listed 
project on 4/8/2010 by Andy  Pantoja(AHERA Building Inspector # 104182 expires 9/2/2010), 
NORMM Asbestos Crew Lead. If you have any questions regarding this survey Andy  Pantoja 
can be reached at 206-579-6615.

NOTE: If the above scope of work description does not reflect the actual work and materials to 
be impacted, if the planned scopre of work changes, if the referenced project document 
numbers and or drawing dates have changed, please contact the undersigned for 
possible further investigation.

Scope: The scope of work is as follows:
Pipe Removal Scope:  Remove exposed metal former fuel piping from north side of building.  
And potentially remove 3 flanged fuel pipe stubs from each of four test cells inside the 3-322.  
We are anticipating their is a gasket inside the pipe flanges which will be exposed during pipe 
removal.  Larger Remediation project is soil removal between 3-322 and 3-302 and gravel 
areas to west.

Results: After reviewing the scope of work, existing asbestos survey information, and conducting a 
visual inspection, Boeing Northwest Regulated Materials Management (NORMM) has 
determined that asbestos-containing materials (ACMs) shall be impacted by the stated scope 
of work.  NORMM cannot access the flange gasket at this time so we must assume positive for 
asbestos.  Contact Andy Pantoja, Boeing NORMM inspector @ 206-579-6615 for NORMM 
support.
NOTE:  NORMM previously sampled the caulking material for asbestos and the results were 
negative for asbestos.  NORMM also sampled for heavy metals and results were positive for 
lead, cadmium and chromium.

If there are other suspect materials impacted by this work that have not been identified by this letter or 
existing survey information or material discovered that is inaccessible during normal building use, work that 
would disturb the unknown material must be halted immediately and those detailed below must be contacted 
immediately.

There remains the possibility that suspect materials do exist, but were hidden or inaccessible. Per the Puget 
Sound Clean Air Agency (PSCAA) Article 4.02 Asbestos Survey Requirements (a) 4 'A summary of the 
results of the asbestos survey shall be posted by the property owner or the owner's agent at the work site'. 
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Good Faith Inspection for Asbestos

Washington State Dept. of Labor and Industries (L & I ) requires that this determination be in written form, 
maintained by the building owner and given to whomever shall perform the work. Furthermore, the employer 
and or the building owner is to make this document available to their employees by posting this determination 
report conspicuously on the site while work is performed.

This survey is intended for informational purposes only, and restricted to the specified area. If any damage 
does occur to known or suspect asbestos containing material or should anyone question any other building 
material, work must stop immediately and Scott Darlington  or myself should be contacted as soon as 
possible to ensure compliance with all applicable health, safety and environmental regulations.

The survey was performed to provide information in order to meet the AHERA asbestos sampling protocol 
as stated in 40 CFR 763.86. This sampling protocol is required for all asbestos surveys prior to renovation 
or demolition of a building under the Puget Sound Clean Air Agency, Regulation III, Section 4.
Please call if you have any questions or request additional information.

Leslie Gnagy
Northwest Regulated Materials Management
Asbestos Program Administrator
206-200-0252 Office/voice mail
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